
UNIVERSAL SCREWBULK BOXES FOR HIGH VOLUMES

Lubricated universal screw suitable for screwing without a 
pilot hole into: chipboard panels, wood, hardware, thin sheet 
metal, plastic and wall plugs.

RECESS
deep to ensure secure 
matching with the 
screwdriver. A deep 
recess, of a perfect shape, 
enables the same insert to 
be used for thousands of 
screwing operations.

SMOOTH, BITING PROFILE THREAD
to ensure fast advancement with minimum effort, reducing 
the risk of splitting the wood.

OGIVE-SHAPED TIP
Threaded right to the end, 
ensures a secure grip 
without any slipping and 
a gradual and constant 
penetration of the screw. 
Rapid penetration is 
thus obtained and, as 
there are no points of 
discontinuity, there is a 
lower risk of cracking the 
materials.

CARBONITRIDING HEAT TREATMENT

WHITE ZINC PLATED 100 HOURS GALVANIC TREATMENT

LUBRICATION 
MUSTAD formulation antifriction treatment, 
able to reduce the screwing effort up to 50%.

CALIBRATED SCREWS
The Mustad 
Panelvit® screws are 
manufactured with 
stricter-than-
standard tolerance 
limits. They can 
therefore be defined 
as ‘calibrated’, that 
is, capable of sliding 
more easily in the 
guides and loading tubes of screwing machines.

Panelvit ® universal screw
ogive-shaped tip
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BULK BOXES FOR HIGH VOLUMES

BOX FEATURES
- Content: 6.000 / 20.000 pieces depending on items.
- Side opening: no cutting tools needed.
- Weight: lower than 10kg.
- High resistance to crushing.

LABEL
- Visual identification of the content’s characteristics.
- Indication of the bit to use.
- Item code.
- Barcode.
- Batch number

to guarantee the process traceability according to 
standard ISO 9001 and IATF 16949.
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THE BULK BOX


