
Screw for industrial use with a flat tip entering gradually 
which facilitates screwing into blind holes and reduces the 
risk of injury during assembly, handling and maintenance of 
the part assembled.

FLAT SELF-TAPPING SCREW BENEFITS

RECESS
deep to ensure secure 
matching with the screwdriver. 
A deep recess, of a perfect 
shape, enables the same 
insert to be used for 
thousands of screwing 
operations.

THREAD
up to below the head, to allow the gripping of extremely thin 
sheets.

FLAT TIP
of the BZ type with gradual entry which facilitates screwing 
into blind holes and reduces the risk of injury during 
assembly, handling and maintenance of the part assembled.

FLAT TIP WITH GRADUAL ENTRY
PAN HEAD



CARBONITRIDING HEAT TREATMENT
This confers two properties to the screw:
- very hard surface, for biting into the fibres of the

hardest wood;
- tough, elastic core, needed to avoid breakage of

screws.

PROTECTIVE TREATMENT
To protect the screw from rust and corrosion, 
guaranteeing reliability over time.
MUSTAD self-tapping screws are treated with products 
complying with the current RoHS laws.
The 100 hours white zinc plating treatment guarantees 
a rust resistance a third higher than that of standard 
galvanizing. Complies with the EN1670 standard grade 3.

IN PROCESS CONTROLS
The entire manufacturing process is subjected to 
SPC (Statistical Product Control), which guarantees a 
constantly high level of quality in time.
The batch number on the labels ensures absolute 
traceability of all the phases of production and related 
control/test documents.

CALIBRATED SCREWS
Drillex® PVC screws are manufactured in compliance 
with stricter-than-standard tolerance limits. They can 
therefore be defined ‘calibrated’, i.e. capable of sliding 
more easily in the guides and tubes for loading screwing 
machines.

AUTOMATIC SCREWING MACHINES
The set of characteristics illustrated above, together with 
a production process completely under control, make the 
Drillex® PVC screws suitable for automated and critical 
screwing operations.
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